
Circular Plastic Connectors
(CPC)



te.com/products/circularplasticconnectors

As production environments become increasingly automated and

decentralized, connections simply must work. TE Automation & Control

works with you every step of the way to solve your connectivity

challenges, delivering innovative solutions to reliably connect, power

and control every aspect of productionðfrom the circuit board to the

harshest working environments.

Circular Plastic Connectors (CPC) be used practically anywhere signal

and/or power are used to enter/exit a system.
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Value Proposition 

Circular Plastic Connectors (CPC) enable engineers to design rugged products quickly and 

affordably by offering a versatile range of power and signal connectivity solutions.

Á Meet rugged and space-saving requirements.

ī UL94V-0 stabilized heat resistant plastic housings and variants.

ī Design for either IP65 or IP67 sealing when needed.

ī Eliminate rectangular connector waste when space saving is critical. 

Á Speed up go-to-market and reduce installation time.

ī Select from a broad portfolio to move from idea to design to production faster.

ī Quickly pair power and signal for a variety of input and output requirements when a hybrid 

approach is needed.

ī Select the best contact termination based on applicationðnot the connector. (Hand, semi-

automated or automatic termination tooling)

Á Design with cost-effective, high-performance materials and configuration.

ī Leverage the lightweight, all-plastic shell as a lower cost alternative to metal.

ī Eliminate the cost of hand tools for mating with the connect-disconnect polarized housings.

ī Make repair easy with less downtime with removable crimp contacts and replaceable 

coupling rings.
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Circular Plastic Connectors (CPC) offer a rugged, reliable connector system

suitable for a wide range of applications. CPC is UL Recognized (File No. E28476)

and CSA Certified (File No. LR 7189).

Á Industrial machinery, factory automation;

material handling equipment

ÁRail and Transit vehicles and systems

ÁMedical Instrumentation & Equipment

ÁCommunication equipment, networking, data storage,

computers & peripherals

ÁHVAC, Commercial and building equipment

ÁLighting and signage

ÁMotor vehicles - Auto/bus/truck; off-road and

recreational vehicles; agricultural machinery;

construction equipment

ÁAerospace and defense equipment and systems
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Typical Applications

Circular Plastic Connectors (CPC) can be used practically anywhere signal and/or power are 

used to enter/exit a system.

ÁWelding equipment

Á Locomotives

Á Production equipment

Á Smart Carte stations

Á Architectural lighting

Á Digital signage

Á Remote radio heads
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CPC comes in six different series to allow you to choose the product best 

suited to your design requirements

Series 1 ïStandard Density: Signals up to 13A (also available in Sealed)

Series 2 ïHigh Density: Signals up to 7.5A

Series 3 ïPower Density: Power up to 25A

Series 4 ïPower and Signal Combination: Signals up to 13A, Power up to 25A

Series 5 ïPower (Sealable):  Power up to 45A

Series 6 ïPower and Signal Combination (Sealable): Signals up to 13A, Power up to 45A

Series 1 (Sealed), 5 and 6 now available in F1 rated material
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UV-Resistant Sealed CPC
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ÁF1 rated material withstands

UV exposure per industry standards,

prolonging equipment life

ÁIP67 sealing capability allows equipment usage in wet locations without

added cost of supplemental enclosure

ÁCircular design maximizes contact density, lowering equipment space

requirements for power and signal interconnections
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UV-Resistant Sealed CPC
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Series 1 Details
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Series 2 Details
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Series 3 Details
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Series 4 Details
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Series 5 Details
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Series 6 Details
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CMC (Circular Metal Shell)
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